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SAFETY

Read and understand all labels located on the vehicle. For any questions on any of the information, contact a represen-

tative for clarification.

Always replace any damaged or missing labels.

On steep hills it is possible for vehicles to coast at greater than normal speeds encountered on a flat surface. To pre-
vent loss of vehicle control and possible serious injury, speeds should be limited to no more than the maximum speed
on level ground. (See vehicle specification.) Limit speed by applying the service brake.

Catastrophic damage to the drive train components due to excessive speed may result from driving the vehicle above
specified speed. Damage caused by excessive speed may cause a loss of vehicle control, is costly, is considered

abuse and will not be covered under warranty.

If the vehicle is to be used in a commercial environment, signs similar to the ones illustrated should be used to warn of

situations that could result in an unsafe condition.

BATTERY WARNING ‘=l ‘1 H
AND RELATED P

Battery posts,
terminals and related
accessories contain
lead and lead compounds,
chemicals known
to cause cancer and
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Be sure that this manual remains as part of the permanent service record should the vehicle be resold.

NOTES, CAUTIONS AND WARNINGS

Throughout this guide NOTE, CAUTION and WARNING

will be used.
A NOTE indicates a condition that should be

NOTE
observed.

CAUTION A CAUTION indicates a condition that
may result in damage to the vehicle.

A WARNING indicates a
AWARNlNGA hazardous condition that
could result in severe

injury or death.

Please observe these NOTES, CAUTIONS and WARN-
INGS; be aware that servicing a vehicle requires
mechanical skill and a regard for conditions that could be
hazardous. Improper service or repair may damage the
vehicle or render it unsafe.

Battery posts, terminals
AWARN"\'GA and related accessories
contain lead and lead

compounds. Wash hands after handling.

(NOTES, CAUTIONS AND WARNINGS CONTINUED ON INSIDE OF BACK COVER)
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NOTES

To obtain a copy of the limited warranty applicable to the vehicle, call or write a local
Distributor, an authorized Branch or the Warranty Department with vehicle serial number
and manufacturer code.

The use of non Original EQuipment Manufacturer (OEM) parts may void the warranty.

Overfilling of batteries may void the warranty.

BATTERY PROLONGED STORAGE

All batteries will self discharge over time. The rate of self discharge varies depending on the
ambient temperature and the age and condition of the batteries.

A fully charged battery will not freeze in winter temperatures unless the temperature falls
below -75° F (-60° C).

For winter storage, the batteries must be clean, fully charged and disconnected from any
source of electrical drain, such as the battery charger. Disconnect the battery charger cable
from the vehicle batteries when not charging.

As with all electric vehicles, the batteries must be checked and recharged as required or at a
minimum of 30 day intervals.

Refer to the ‘Prolonged Storage’ section within the BATTERIES AND CHARGING section of
this manual.
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Read and understand the following warnings
before attempting to operate the vehicle:

To prevent personal

AWARNlNGA injury or death, observe
the following:

When vehicle is to be left unattended, release ped-

al completely, move direction selector to neutral,
turn key to ‘OFF’ position and remove key.

Drive vehicle only as fast as terrain and safety
considerations allow. Consider the terrain and
traffic conditions. Consider environmental factors
which effect the terrain and the ability to control
the vehicle.

Avoid driving fast down hill. Sudden stops or
change of direction may result in a loss of control.
Use service brake to control speed when traveling
down an incline.

Use extra care and reduced speed when driving
on poor surfaces, such as loose dirt, wet grass,
gravel, etc.

All travel should be directly up or down hills.

Use extra care when driving the vehicle across an
incline.

Stay in designated areas and avoid steep slopes.
Use the parking brake whenever the vehicle is
parked.

Keep feet, legs, hands and arms inside vehicle at
all times.

Avoid extremely rough terrain.

Check area behind the vehicle before operating in
reverse.

Make sure the direction selector is in correct posi-
tion before attempting to start the vehicle.

Slow down before and during turns. All turns
should be executed at reduced speed.

Always bring vehicle to a complete stop before
shifting the direction selector.

See GENERAL SPECIFICATIONS for standard
vehicle load and occupant capacity.

NOTE

Read and understand the following text and
warnings before attempting to service vehicle:

NOTE

In any product, components will eventually fail to perform
properly as the result of normal use, age, wear or abuse.
It is virtually impossible to anticipate all possible compo-
nent failures or the manner in which each component
may fail.

Be aware that a vehicle requiring repair indicates that the
vehicle is no longer functioning as designed and there-
fore should be considered potentially hazardous. Use
extreme care when working on any vehicle. When diag-
nosing, removing or replacing any components that are
not operating correctly, take time to consider the safety of
yourself and others around you should the component
move unexpectedly.

Some components are heavy, spring loaded, highly cor-
rosive, explosive or may produce high amperage or
reach high temperatures. Battery acid and hydrogen gas
could result in serious bodily injury to the technician/
mechanic and bystanders if not treated with the utmost
caution. Be careful not to place hands, face, feet or body
in a location that could expose them to injury should an
unforeseen situation occur.

To prevent personal
VSWLLCLUINEY N injury or death, observe
the following:
Before working on the vehicle, remove all jewelry
(rings, watch, necklaces, etc.).

Be sure no loose clothing or hair can contact
moving parts.

Use care not to touch hot objects.

Raise entire vehicle and support on jack stands
before attempting to run or adjust powertrain.

Wear eye protection when working on or around
the vehicle. In particular, use care when working
around batteries, using solvents or compressed
air.

Hydrogen gas is formed when charging batteries.
Do not charge batteries without adequate ventila-
tion.

Do not permit open flame or anyone to smoke in
an area that is being used for charging batteries.
A concentration of 4% hydrogen gas or more is
explosive.
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SAFETY INFORMATION

This manual has been designed to assist the owner-operator in maintaining the vehicle in accordance with procedures
developed by the manufacturer. Adherence to these procedures and troubleshooting tips will ensure the best possible
service from the product. To reduce the chance of personal injury and/or property damage, the following instructions
must be carefully observed:

CAUTION

Certain replacement parts can be used independently and/or in combination with other accessories to modify an E-Z-
GO-manufactured vehicle to permit the vehicle to operate at or in excess of 20mph. When an E-Z-GO-manufactured
vehicle is modified an any way by the Distributor, Dealer or customer to operate at or in excess of 20mph, UNDER
FERERAL LAW the modified product will be a Low Speed Vehicle (LSV) subject to the strictures and requirements of
Federal Motor Vehicle Safety Standard 571.500. In these instances, pursuant to Federal law the Distributor or Dealer
MUST equip the product with headlights, rear lights, turn signals, seat belts, top, horn and all other modifications for
LSV’'s mandated in FMVSS 571.500, and affix a Vehicle Identification Number to the product in accordance with the
requirements of FMVSS 571.565. Pursuant to FMVSS 571.500, and in accordance with the State laws applicable in the
places of sale and use of the product, the Distributor, Dealer or customer modifying the vehicle also will be the Final
Vehicle Manufacturer for the LSV, and required to title or register the vehicle as mandated by State law.

E-Z-GO will NOT approve Distributor, Dealer or customer modifications converting E-Z-GO products into LSV'’s.

The Company, in addition, recommends that all E-Z-GO products sold as personal transportation vehicles BE OPER-
ATED ONLY BY PERSONS WITH VALID DRIVERS LICENSES, AND IN ACCORDANCE WITH APPLICABLE STATE
REQUIREMENTS. This restriction is important to the SAFE USE AND OPERATION of the product. On behalf of E-Z-
GO, | am directing that E-Z-GO Branch personnel, Distributors and Dealers advise all customers to adhere to this
SAFETY RESTRICTION, in connection with the use of all products, new and used, the Distributor or Dealer has rea-
son to believe may be operated in personal transportation applications.

Information on FMVSS 571.500 can be obtained at Title 49 of the Code of Federal Regulations, section 571.500, or
through the Internet at the website for the U.S. Department of Transportation - at Dockets and Regulation, then to Title
49 of the Code of Federal Regulations (Transportation).

GENERAL

Many vehicles are used for a variety of tasks beyond the original intended use of the vehicle; therefore it is impossible
to anticipate and warn against every possible combination of circumstances that may occur. No warnings can take the
place of good common sense and prudent driving practices.

Good common sense and prudent driving practices do more to prevent accidents and injury than all of the warnings
and instructions combined. The manufacturer strongly suggests that the owner-operator read this entire manual paying
particular attention to the CAUTIONS and WARNINGS contained therein. It is further recommended that employees
and other operators be encouraged to do the same.

If you have any questions, contact your closest representative or write to the address on the back cover of this publica-
tion, Attention: Product Service Department.

E-Z-GO Division of TEXTRON Inc., reserves the right to make design changes without obligation to make these
changes on units previously sold and the information contained in this manual is subject to change without notice.

E-Z-GO Division of TEXTRON Inc., is not liable for errors in this manual or for incidental or consequential damages
that result from the use of the material in this manual.
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SAFETY INFORMATION

This vehicle conforms to the current applicable standard for safety and performance requirements.

These vehicles do not conform to Federal Motor Vehicle Safety Standards and are not equipped for operation on public
streets.

With electric powered vehicles, be sure that all electrical accessories are grounded directly to the battery (-) post.
Never use the chassis or body as a ground connection.

Refer to GENERAL SPECIFICATIONS for vehicle seating capacity.

Never modify the vehicle in any way that will alter the weight distribution of the vehicle, decrease its stability
or increase the speed beyond the factory specification. Such modifications can cause serious personal injury
or death. Modifications that increase the speed and/or weight of the vehicle will extend the stopping distance and may
reduce the stability of the vehicle. Do not make any such modifications or changes. The manufacturer prohibits and
disclaims responsibility for any such modifications or any other alteration which would adversely affect the safety of the
vehicle.

GENERAL OPERATION

Always use the vehicle in a responsible manner and maintain the vehicle in safe operating condition.
Always read and observe all warnings and operation instruction labels affixed to the vehicle.

Always follow all safety rules established in the area where the vehicle is being operated.

Always reduce speed to compensate for poor terrain or conditions.

Always apply service brake to control speed on steep grades.

Always maintain adequate distance between vehicles.

Always reduce speed in wet areas.

Always use extreme caution when approaching sharp or blind turns.

Always use extreme caution when driving over loose terrain.

Always use extreme caution in areas where pedestrians are present.

MAINTENANCE

Always maintain your vehicle in accordance with the manufacturer’s periodic service schedule.
Always ensure that mechanics performing repairs are trained and qualified to do so.

Always follow the manufacturer’s directions if you do any maintenance on your vehicle. Be sure to disable the vehicle
before performing any maintenance. Disabling includes removing the key from the key switch and removal of a battery
wire.

Always insulate any tools used within the battery area in order to prevent sparks or battery explosion caused by short-
ing the battery terminals or associated wiring. Remove the batteries or cover exposed terminals with an insulating
material.
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SAFETY INFORMATION

Always check the polarity of each battery terminal and be sure to rewire the batteries correctly.
Always use specified replacement parts. Never use replacement parts of lesser quality.
Always use recommended tools.

Always determine that tools and procedures not specifically recommended by the manufacturer will not compromise
the safety of personnel nor jeopardize the safe operation of the vehicle.

Always support the vehicle using wheel chocks and safety stands. Never get under a vehicle that is supported by a
jack. Lift the vehicle in accordance with the manufacturer’s instructions.

Never attempt to maintain a vehicle in an area where exposed flame is present or persons are smoking.
Always be aware that a vehicle that is not performing as designed is a potential hazard and must not be operated.

The manufacturer cannot anticipate all situations, therefore people attempting to maintain or repair the vehicle must
have the skill and experience to recognize and protect themselves from potential situations that could result in severe
personal injury or death and damage to the vehicle. Use extreme caution and, if unsure as to the potential for injury,
refer the repair or maintenance to a qualified mechanic.

Always test drive the vehicle after any repairs or maintenance. All tests must be conducted in a safe area that is free of
both vehicular and pedestrian traffic.

Always replace damaged or missing warning, caution or information labels.

Always keep complete records of the maintenance history of the vehicle.

VENTILATION

Hydrogen gas is generated in the charging cycle of batteries and is explosive in concentrations as low as 4%. Because
hydrogen gas is lighter than air, it will collect in the ceiling of buildings necessitating proper ventilation. Five air
exchanges per hour is considered the minimum requirement.

Never charge a vehicle in an area that is subject to flame or spark. Pay particular attention to natural gas or propane
gas water heaters and furnaces.

Always use a dedicated circuit for each battery charger. Do not permit other appliances to be plugged into the recepta-
cle when the charger is in operation.

Chargers must be installed and operated in accordance with charger manufacturers recommendations or applicable
electrical code (whichever is more restrictive).
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SAFETY INFORMATION

Read all of manual to become thoroughly familiar with this vehicle. Pay particular attention to all Notes, Cautions and Warnings

GENERAL

The following text is provided as recommended by part ||
of ASME/ANSI B56.8-1988. The manufacturer strongly
endorses the contents of this specification.

PART I
FOR THE USER

4 GENERAL SAFETY PRACTICES

4.1 Introduction

4.1.1 Like other machines, carriers can cause injury
if improperly used or maintained. Part Il contains broad
safety practices applicable to carrier operations. Before
operation, the user shall establish such additional spe-
cific safety practices as may reasonably be required for
safe operation.

4.2 Stability

4.2.1  Experience has shown that this vehicle, which
complies with this standard, is stable when properly
operated and when operated in accordance with specific
safety rules and practices established to meet actual
operating terrain and conditions. However, improper
operation, faulty maintenance, or poor housekeeping
may contribute to a condition of instability and defeat the
purpose of the standard. Some of the conditions which
may affect stability are failure of the user to follow safety
practices; also, ground and floor conditions, grade,
speed, loading, the operation of the carrier with improper
loads, battery weight, dynamic and static forces, and the
judgement exercised by the carrier operator.

(@) The user shall train carrier operators to adhere
strictly to the operating instructions stated in this Stan-
dard.

(b) The user shall survey specific operating conditions
and environment, and establish and train carrier opera-
tors to comply with additional, specific safety practices.

4.3 Nameplates, Markings, Capacity, and Modifica-
tions

4.3.1 The user shall maintain in a legible condition
all nameplates, warnings, and instructions which are
supplied by the manufacturer.

4.3.2 The user shall not perform any modification or
addition which affects capacity or safe operation, or
make any change not in accordance with the owner’s

manual without the manufacturer’s prior written authori-
zation. Where authorized modifications have been made,
the user shall ensure that capacity, operation, warning,
and maintenance instruction plates, tags, or decals are
changed accordingly.

4.3.3 As required under paras. 4.3.1 or 4.3.2, the
manufacturer shall be contacted to secure new name-
plates, warnings, or instructions which shall then be
affixed in their proper place on the carrier.

4.4 Fuel Handling and Storage

4.4.1 The user shall supervise the storage and han-
dling of liquid fuels (when used) to be certain that it is in
accordance with appropriate paragraphs of ANSI/NFPA
505 and ANSI/NFPA 30.

4.4.2 Storage and handling of liquefied petroleum
gas fuels shall be in accordance with appropriate para-
graphs of ANSI/NFPA 505 and ANSI/NFPA 58. If such
storage or handling is not in compliance with these stan-
dards, the user shall prevent the carrier from being used
until such storage and handling is in compliance with
these standards.

45 Changing and Charging Storage Batteries for
Electric Personnel and Burden Carriers

4.5.1 The user shall require battery changing and
charging facilities and procedures to be in accordance
with appropriate paragraphs of ANSI/NFPA 505.

4.5.2 The user shall periodically inspect facilities
and review procedures to be certain that appropriate
paragraphs of ANSI/NFPA 505, are strictly complied
with, and shall familiarize carrier operators with it.

4.6 Hazardous Locations

4.6.1 The user shall determine the hazard classifi-
cation of the particular atmosphere or location in which
the carrier is to be used in accordance with ANSI/NFPA
505.

4.6.2 The user shall permit in hazardous areas only
those carriers approved and of the type required by
ANSI/NFPA 505.

4.7 Lighting for Operating Areas

4.7.1 The user, in accordance with his responsibility
to survey the environment and operating conditions, shall
determine if the carrier requires lights and, if so, shall
equip the carrier with appropriate lights in accordance
with the manufacturer’s recommendations.

Owner’s Manual and Service Guide
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SAFETY INFORMATION

Read all of manual to become thoroughly familiar with this vehicle. Pay particular attention to all Notes, Cautions and Warnings

4.8 Control of Noxious Gases and Fumes

4.8.1 When equipment powered by internal com-
bustion engines is used in enclosed areas, the atmo-
sphere shall be maintained within limits specified in the
American Conference of Governmental Industrial
Hygienists publication, “Threshold Limit Values for
Chemical Substances and Physical Agents in the Work-
room Environment”. This shall be accomplished by venti-
lation provided by the user, and/or the installation, use,
and proper maintenance of emission control equipment
recommended or provided by the manufacturer of the
equipment.

4.9 Warning Device(s)

4.9.1 The user shall make periodic inspections of
the carrier to be certain that the sound-producing and/or
visual device(s) are maintained in good operating condi-
tion.

4.9.2 The user shall determine if operating condi-
tions require the carrier to be equipped with additional
sound-producing and/or visual devices and be responsi-
ble for providing and maintaining such devices, in accor-
dance with the manufacturer’s recommendations.

5 OPERATING SAFETY RULES AND
PRACTICES

5.1 Personnel and Burden Carrier Operator
Qualifications

5.1.1 Only persons who are trained in the proper
operation of the carrier shall be authorized to operate the
carrier. Operators shall be qualified as to visual, auditory,
physical, and mental ability to safely operate the equip-
ment according to Section 5 and all other applicable
parts of this Standard.

5.2 Personnel and Burden Carrier Operator’s
Training

5.2.1  The user shall conduct an operator’s training
program.

5.2.2  Successful completion of the operator’s train-
ing program shall be required by the user before opera-
tion of the carrier. The program shall be presented in its
entirety to all new operators and not condensed for those
claiming previous experience.

5.2.3 The user should include in the operators’ train-
ing program the following:

(a) instructional material provided by the manufac-

turer;

(b) emphasis on safety of passengers, material loads,
carrier operator, and other employees;

(c) general safety rules contained within this Standard
and the additional specific rules determined by the user
in accordance with this Standard, and why they were for-
mulated;

(d) introduction of equipment, control locations and
functions, and explanation of how they work when used
properly and when used improperly, and surface condi-
tions, grade, and other conditions of the environment in
which the carrier is to be operated;

(e) operational performance tests and evaluations
during, and at completion of, the program.

5.3 Personnel and Burden Carrier Operator
Responsibility

5.3.1 Operators shall abide by the following safety
rules and practices in paras. 5.4, 5.5, 5.6, and 5.7.

5.4 General

5.4.1 Safeguard the pedestrians at all times. Do not
drive carrier in a manner that would endanger anyone.

5.4.2 Riding on the carrier by persons other than the
operator is authorized only on personnel seat(s) provided
by the manufacturer. All parts of the body shall remain
within the plan view outline of the carrier.

5.4.3 When a carrier is to be left unattended, stop
carrier, apply the parking brake, stop the engine or turn
off power, turn off the control or ignition circuit, and
remove the key if provided. Block the wheels if machine
is on an incline.

5.4.4 A carrier is considered unattended when the
operator is 25 ft. (7.6 m) or more from the carrier which
remains in his view, or whenever the operator leaves the
carrier and it is not within his view. When the operator is
dismounted and within 25 ft. (7.6 m) of the carrier still in
his view, he still must have controls neutralized, and the
parking brake(s) set to prevent movement.

5.4.5 Maintain a safe distance from the edge of
ramps and platforms.

5.4.6 Use only approved carriers in hazardous loca-
tions, as defined in the appropriate safety standards.

5.4.7 Report all accidents involving personnel,
building structures, and equipment.

5.4.8 Operators shall not add to, or modify, the car-
rier.
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5.4.9 Carriers shall not be parked or left unattended
such that they block or obstruct fire aisles, access to
stairways, or fire equipment.

5.5 Traveling

5.5.1 Observe all traffic regulations, including autho-
rized speed limits. Under normal traffic conditions keep
to the right. Maintain a safe distance, based on speed of
travel, from a carrier or vehicle ahead; and keep the car-
rier under control at all times.

5.5.2 Yield the right of way to pedestrians, ambu-
lances, fire trucks, or other carriers or vehicles in emer-
gency situations.

5.5.3 Do not pass another carrier or vehicle travel-
ing in the same direction at intersections, blind spots, or
at other dangerous locations.

554 Keep a clear view of the path of travel,
observe other traffic and personnel, and maintain a safe
clearance.

5.5.5 Slow down or stop, as conditions dictate, and
activate the sound-producing warning device at cross
aisles and when visibility is obstructed at other locations.

5.5.6  Ascend or descend grades slowly.

5.5.7 Avoid turning, if possible, and use extreme
caution on grades, ramps, or inclines; normally travel
straight up and down.

5.5.8 Under all travel conditions the carrier shall be
operated at a speed that will permit it to be brought to a
stop in a safe manner.

5.5.9 Make starts, stops, turns, or direction rever-
sals in a smooth manner so as not to shift the load,
endanger passengers, or overturn the carrier.

5.5.10 Do not indulge in dangerous activities, such as
stunt driving or horseplay.

5.5.11 Slow down when approaching, or on, wet or
slippery surfaces.

5.5.12 Do not drive carrier onto any elevator unless
specifically authorized to do so. Approach elevators
slowly, and then enter squarely after the elevator car is
properly leveled. Once on the elevator, neutralize the
controls, shut off power, and set parking brakes. It is
advisable that all other personnel leave the elevator
before a carrier is allowed to enter or exit.

5.5.13 Avoid running over loose objects, potholes,
and bumps.

5.5.14 To negotiate turns, reduce speed to improve
stability, then turn hand steering wheel or tiller in a

smooth, sweeping motion.

5.6 Loading

5.6.1 Handle only stable and safely arranged loads.
When handling off-center loads which cannot be cen-
tered, operate with extra caution.

5.6.2 Handle only loads within the capacity of the
carrier as specified on the nameplate.

5.6.3 Handle loads exceeding the dimensions used
to establish carrier capacity with extra caution. Stability
and maneuverability may be adversely affected.

5.7 Operator Care of Personnel and Burden
Carriers

5.7.1 Atthe beginning of each shift during which the
carrier will be used, the operator shall check the carrier
condition and inspect the tires, warning devices, lights,
battery(s), speed and directional controllers, brakes, and
steering mechanism. If the carrier is found to be in need
of repair, or in any way unsafe, the matter shall be
reported immediately to the designated authority and the
carrier shall not be operated until it has been restored to
safe operating condition.

5.7.2  If during operation the carrier becomes unsafe
in any way, the matter shall be reported immediately to
the designated authority, and the carrier shall not be
operated until it has been restored to safe operating con-
dition.

5.7.3 Do not make repairs or adjustments unless
specifically authorized to do so.

5.7.4  The engine shall be stopped and the operator
shall leave the carrier while refueling.

5.7.5 Spillage of oil or fuel shall be carefully and
completely absorbed or evaporated and fuel tank cap
replaced before starting engine.

5.7.6 Do not operate a carrier with a leak in the fuel
system or battery(s).

5.7.7 Do not use open flames for checking electro-
lyte level in storage battery(s) or liquid level in fuel tanks.

6 MAINTENANCE PRACTICES

6.1 Introduction

6.1.1 Carriers may become hazardous if mainte-
nance is neglected. Therefore, maintenance facilities,
trained personnel, and procedures shall be provided.
Such facilities may be on or off the premises.
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6.2 Maintenance Procedures

6.2.1 Maintenance and inspection of all carriers
shall be performed in conformance with the manufac-
turer’s recommendations and the following practices.

(a) A scheduled preventive maintenance, lubrication,
and inspection system shall be followed.

(b) Only qualified and authorized personnel shall be
permitted to maintain, repair, adjust, and inspect carriers.

(c) Before undertaking maintenance or repair, follow
the manufacturer’'s recommendations for immobilizing
the carrier.

(d) Block chassis before working underneath it.

(e) Before disconnecting any part of the engine fuel
system of a gasoline or diesel powered carrier with grav-
ity feed fuel systems, be sure shutoff valve is closed, and
run engine until fuel system is depleted and engine stops
running.

(f) Before disconnecting any part of the engine fuel
system of LP gas powered carriers, close the LP gas cyl-
inder valve and run the engine until fuel in the system is
depleted and the engine stops running.

(g) Operation to check performance of the carrier shall
be conducted in an authorized area where safe clear-
ance exists.

(h) Before commencing operation of the carrier, follow
the manufacturer’s instructions and recommended pro-
cedures.

(i) Avoid fire hazards and have fire protection equip-
ment present in the work area. Do not use an open flame
to check level or leakage of fuel, battery electrolyte, or
coolant. Do not use open pans of fuel or flammable
cleaning fluids for cleaning parts.

(i) Properly ventilate the work area.

(k) Handle LP gas cylinders with care. Physical dam-
age, such as dents, scrapes, or gouges, may danger-
ously weaken the tank and make it unsafe for use.

() Brakes, steering mechanisms, speed and direc-
tional control mechanisms, warning devices, lights, gov-
ernors, guards, and safety devices shall be inspected
regularly and maintained in a safe operating condition.

(m) Special carriers or devices designed and
approved for hazardous area operation shall be
inspected to ensure that maintenance preserves the orig-
inal approved safe operating features.

(n) Fuel systems shall be checked for leaks and condi-
tion of parts. If a leak is found, action shall be taken to

prevent the use of the carrier until the leak has been
eliminated.

(o) The carrier manufacturer’s capacity, operation,
and maintenance instruction plates, tags, or decals shall
be maintained in legible condition.

(p) Batteries, motors, speed and directional control-
lers, limit switches, protective devices, electrical conduc-
tors, and connections shall be inspected and maintained
in conformance with manufacturers recommended pro-
cedures.

(q) Carriers shall be kept in a clean condition to mini-
mize fire hazards and facilitate detection of loose or
defective parts.

() Modifications and additions which affect capacity
and safe machine operation shall not be performed by
the customer or user without manufacturer’s prior written
authorization; where authorized modifications have been
made, the user shall ensure that capacity, operation,
warning, and maintenance instruction plates, tags, or
decals are changed accordingly.

(s) Care shall be taken to ensure that all replacement
parts are interchangeable with the original parts and of a
quality at least equal to that provided in the original
equipment.
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To reduce the possibility
AWARNINGA of fire, never attach a
battery charger to a vehi-

cle that is to be unattended beyond the normal charg-
ing cycle. Overcharging could cause damage to the
vehicle batteries and result in extreme overheating.
The charger should be checked after 24 hours and
unplugged after the charge cycle is complete.

Before charging the batteries, inspect all plugs/recepta-
cles of the battery charging system for dirt or debris.
Charge the batteries after each days use.

Monthly
* Inspect all wiring for fraying, loose terminations,
corrosion or deterioration of insulation.

¢ Check that the electrolyte level is correct and add
suitable water as required.
¢ Clean the batteries and wire terminations.

Electrolyte Level and Water

The correct level of the electrolyte is 1/2" (13 mm) above
the plates in each cell (Ref Fig. 23 on page 19).

Vent Cap

Expansion \

Space ﬂ
\ 11

o J:(} Gas Vent

(6 to 10 mm)
0 1“"‘ ﬂ LW Vent
— '

1/2" (13 mm)

Electrolyte level should
be at least 1/2" (13 mm)
above the plates and
1/4" to 3/8" (6 to 10 mm)
below vent

Plates

Fig. 23 Correct Electrolyte Level

This level will leave approximately 1/4" - 3/8" (6 - 10 mm)
of space between the electrolyte and the vent tube. The
electrolyte level is important since any portion of the
plates exposed to air will be ruined beyond repair. Of
equal importance is too much water which will result in
electrolyte being forced out of the battery due to gassing
and the increase in volume of the electrolyte that results
from the charging cycle.

CAUTION Do not _overflll batteries. The chargmg
cycle will expel electrolyte and result in
component damage.

A battery being charged will ‘gas’ with the majority of the
gassing taking place at the end of the charging cycle.
This gas is hydrogen which is lighter than air. Water and
sulfuric acid droplets will be carried out of the battery
vents by the hydrogen gas; however, this loss is minimal.
If the battery electrolyte level is too high, the electrolyte
will block the vent tube and the gas will force it out of the
vent tube and battery cap. The water will evaporate but
the sulfuric acid will remain where it can damage vehicle
components and the storage facility floor. Sulfuric acid
loss will weaken the concentration of acid within the elec-
trolyte and reduce the life of the battery.

Over the life of the battery, a considerable amount of
water is consumed. It is important that the water used be
pure and free of contaminants that could reduce the life
of the battery by reducing the chemical reaction. The
water must be distilled or purified by an efficient filtration
system. Water that is not distilled should be analyzed
and if required, filtration installed to permit the water to
meet the requirements of the water purity table (Ref Fig.
24 on page 19).

Impurity Parts Per
Million
COlOT .. Clear
SUSPENED.......ooiiiiiiiiiieicce e Trace
Total SOlidS .......c.cociiiiiiiii 100
Calcium & Magnesium OXIdesS..........cccevcuieiieiiiieneieciiene. 40
IPON L 5
AMMONIA. ...ttt e 8
Organic & Volatile Matter............cocevieiiiiiiiiicnieceesecs 50
NIFIEES ... 5
NITFALES .. 10
ChIONdEe ... 5

Fig. 24 Water Purity Table

Even if the water is colorless, odorless, tasteless and fit
for drinking, the water should be analyzed to see that it
does not exceed the impurity levels specified in the table.

Automatic watering devices such as the one included in
the Battery Maintenance Kit can be used with an
approved water source (Ref Fig. 25 on page 20). These
watering devices are fast and accurate to use and
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maintain the correct electrolyte level within the battery
cells.

Watering gun similar to the type included in the
E-Z-GO Battery Maintenance Kit

Valve consistently
fillsto a

redetermined
P level \

Electrolyte
Level

Pure Water Single Battery Cell

Fig. 25 Automatic Watering Gun

The watering device should only be used if the
NOTE electrolyte level is less than 1/2" (13 mm)
above top of plates.

Cleaning Batteries

When cleaning the outside of the batteries and terminals,
do not use a water hose without first spraying with a solu-
tion of sodium bicarbonate (baking soda) and water to
neutralize any acid deposits.

Use of a water hose without first neutralizing any acid,
will move acid from the top of the batteries to another
area of the vehicle or storage facility where it will attack
the metal structure or the concrete/asphalt floor. After
hosing down the batteries, a residue will be left on the
batteries which is conductive and will contribute to the
discharge of the batteries.

CAUTION To prevent battery dgmage., be sure that
all battery caps are tightly installed.

The correct cleaning technique is to spray the top and

sides of the batteries with a solution of sodium bicarbon-

ate (baking soda) and water. This solution is best applied

with a garden type sprayer equipped with a non metallic

spray wand. The solution should consist of 1/4 cup (60

ml) of sodium bicarbonate (baking soda) mixed with 1 1/2
gallons (6 liters) of clear water (Ref Fig. 26 on page 20).

In addition to the batteries, special attention should be
paid to metallic components adjacent to the batteries
which should also be sprayed with the sodium bicarbon-
ate (baking soda) solution.

1 1/2 gallons
(6 liters)
Clear Water
_|_

1/4 Cup (60 ml)

\\\\ Sodium_Bicarbonate ﬁ'
Q\ (Baking Soda)

Non Metalic __\
Wand

2 gallon (7.5 liter)
Garden Sprayer

Fig. 26 Preparing Acid Neutralizing Solution

Allow the solution to sit for at least three minutes; use a
soft bristle brush or cloth to wipe the tops of the batteries
in order to remove any residue that could cause the self
discharge of the battery. Rinse the entire area with low
pressure clear water. All of the items required for com-
plete battery cleaning and watering are contained in the
Battery Maintenance Kit.

Cleaning should take place once a month or more often
under extreme conditions.

Battery Replacement

Remove battery hold downs and cables. Lift out batteries
with a commercially available lifting device.

If the batteries have been cleaned and any acid in the
battery rack area neutralized as recommended, no corro-
sion to the battery racks or surrounding area should be
present. Any corrosion found should be immediately
removed with a putty knife and a wire brush. The area
should be washed with a solution of sodium bicarbonate
(baking soda) and water and thoroughly dried before
priming and painting with a corrosion resistant paint.

The batteries should be placed into the battery racks and
the battery hold downs tightened to 45 - 55 in. Ibs. (5 - 6
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Nm) torque, to prevent movement but not tight enough to
cause distortion of the battery cases.

Inspect all wires and terminals. Clean any corrosion from
the battery terminals or the wire terminals with a solution
of sodium bicarbonate (baking soda) and brush clean if
required.

To prevent battery explo-
YWY N sion that could result in
severe personal injury or

death, extreme care must be used with aerosol con-
tainers of battery terminal protectant. Insulate the
metal container to prevent the metal can from con-
tacting battery terminals which could result in an
explosion.

Use care to connect the battery wires as shown (Ref. Fig.
27 on page 21) . Tighten the battery post hardware to 50
- 70 in. Ibs. (6 - 8 Nm) torque. Protect the battery termi-
nals and battery wire terminals with a commercially avail-
able protective coating.

1t

Front of Vehicle

RED to Fuse inside Console

 —— |
O+ lO-

-9 tQ

-Q w0
7\ VA

BLK to BL-t0 \wHTto BL*to
Charger ESC Charger Solenoid

Fig. 27 Battery Connections
Prolonged Storage

CAUTION B_attery charger_ and contrqller mu_st be

disconnected since they will contribute

to the premature discharge of batteries. Other electronic devices
may need to be disconnected.

During periods of storage, the batteries will need atten-
tion to keep them maintained and prevent discharge.

In high temperatures the chemical reaction is faster,
while low temperatures cause the chemical reaction to
slow down. A vehicle that is stored at 90° F (32° C) will
lose .002 of specific gravity each day. If a fully charged
battery has a specific gravity of 1.275, and the battery is

allowed to sit unused, it will become partially discharged.
When it reaches 1.240, which it will do in less than
twenty days, it should be recharged. If a battery is left in
a discharged state, sulfating takes place on and within
the plates. This condition is not reversible and will cause
permanent damage to the battery. In order to prevent
damage, the battery should be recharged. A hydrometer
can be used to determine the specific gravity and there-
fore the state of charge of a battery.

OF OC
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-25 -32 A
35 -37
45 -43
55 -48
65 -54
75 -60
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-95 -71 ~
1.100 [1.140 | 1.180 | 1.220 | 1.260 | 1.300
1120 1.160 1.200 1.240 1.280
SPECIFIC GRAVITY ELECTROLYTE FREEZING POINT

mucCcH>»xxmuoZm-d mA<rox—Homrm

Fig. 28 Freezing Point of Electrolyte

In winter conditions, the battery must be fully charged to
prevent the possibility of freezing (Ref Fig. 28 on page
21). A fully charged battery will not freeze in tempera-
tures above -75° F (-60° C). Although the chemical reac-
tion is slowed in cold temperatures, the battery must be
stored fully charged, and disconnected from any circuit
that could discharge the battery. For portable chargers,
disconnect the charging plug from the vehicle receptacle.
For on-board chargers, disconnect the charging harness
from the batteries. The batteries must be cleaned and all
deposits neutralized and removed from the battery case
to prevent self discharge. The batteries should be tested
or recharged at thirty day minimum intervals.

Battery Charging

The battery charger is designed to fully charge the bat-
tery set. If the batteries are severely deep cycled, some
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automatic battery chargers contain an electronic module
that may not activate and the battery charger will not
function. Automatic chargers will determine the correct
duration of charge to the battery set and will shut off
when the battery set is fully charged. Always refer to the
instructions of the specific charger used.

Before charging, the following should be observed:

CAUTION Do not .overf|ll batteries. The chargmg
cycle will expel electrolyte and result in
component damage.

* The electrolyte level in all cells must be at the rec-
ommended level and cover the plates.

* The charging must take place in an area that is
well ventilated and capable of removing the hydro-
gen gas that is generated by the charging pro-
cess. A minimum of five air exchanges per hour
is recommended.

* The charging connector components are in good
condition and free from dirt or debris.

* The charger connector is fully inserted into the
vehicle receptacle.

* The charger connector/cord set is protected from
damage and is located in an area to prevent injury
that may result from personnel running over or
tripping over the cord set.

* The charger is automatically turned off during the
connect/disconnect cycle and therefore no electri-
cal arc is generated at the DC plug/receptacle
contacts.

AC Voltage

Battery charger output is directly related to the input volt-
age. If multiple vehicles are receiving an incomplete
charge in a normally adequate time period, low AC volt-
age could be the cause and the power company should
be consulted.

TROUBLESHOOTING

In general, troubleshooting will be done for two distinct
reasons. First, a battery that performs poorly and is out-
side of the manufacturers specification should be identi-
fied in order to replace it under the terms of the
manufacturer’s warranty. Different manufacturers have
different requirements. Consult the battery manufacturer
or a service representative for specific requirements.

The second reason is to determine why a particular vehi-
cle does not perform adequately. Performance problems

may result in a vehicle that runs slowly or in a vehicle that
is unable to operate for the time required.

A new battery must mature before it will develop its max-
imum capacity. Maturing may take up to 100 charge/dis-
charge cycles. After the maturing phase, the older a
battery gets, the lower the capacity. The only way to
determine the capacity of a battery is to perform a load
test using a discharge machine following manufacturer’s
recommendations.

A cost effective way to identify a poorly performing bat-
tery is to use a hydrometer to identify a battery in a set
with a lower than normal specific gravity. Once the partic-
ular cell or cells that are the problem are identified, the
suspect battery can be removed and replaced. At this
point there is nothing that can be done to salvage the
battery; however, the individual battery should be
replaced with a good battery of the same brand, type and
approximate age.

Hydrometer

A hydrometer (P/N 50900-G1) is used to test the state of
charge of a battery cell (Ref Fig. 29 on page 23). This is
performed by measuring the density of the electrolyte,
which is accomplished by measuring the specific gravity
of the electrolyte. The greater the concentration of sulfu-
ric acid, the more dense the electrolyte becomes. The
higher the density, the higher the state of charge.

To prevent battery explo-
VLGN Y sion that could result in
severe personal injury or

death, never insert a metal thermometer into a bat-
tery. Use a hydrometer with a built in thermometer
that is designed for testing batteries.

Specific gravity is the measurement of a liquid that is
compared to a baseline. The baseline is water which is
assigned a base number of 1.000. The concentration of
sulfuric acid to water in a new golf car battery is 1.280
which means that the electrolyte weighs 1.280 times the
weight of the same volume of water. A fully charged bat-
tery will test at 1.275 - 1.280 while a discharged battery
will read in the 1.140 range.

NOTE Do not perform a hydrometer test on a battery

that has just been watered. The battery must
go through at least one charge and discharge cycle in order to
permit the water to adequately mix with the electrolyte.

The temperature of the electrolyte is important since the
hydrometer reading must be corrected to 80° F (27° C).
High quality hydrometers are equipped with an internal
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Cylinder Float
oa
()
1100
T 1125
| 32 |
8] 1150
Add to Float |24 1175

conform with the electrolyte temperature, e.g., if the
reading indicates a specific gravity of 1.250 and the
electrolyte temperature is 90° F (32° C), add four
points (.004) to the 1.250 which gives a corrected
reading of 1.254. Similarly if the temperature was 70°
F (21° C), subtract four points (.004) from the 1.250
to give a corrected reading of 1.246 (Ref Fig. 30 on

Reading

Subtract

from Float
Reading

1200
1225
1250
1275
1300

Weight

Thermometer

Fig. 29 Hydrometer

thermometer that will measure the temperature of the
electrolyte and will include a conversion scale to correct
the float reading. It is important to recognize that the
electrolyte temperature is significantly different from the
ambient temperature if the vehicle has been operated.

Using A Hydrometer

1. Draw electrolyte into the hydrometer several times to
permit the thermometer to adjust to the electrolyte
temperature and note the reading. Examine the color
of the electrolyte. A brown or gray coloration indicates
a problem with the battery and is a sign that the bat-
tery is nearing the end of its life.

2. Draw the minimum quantity of electrolyte into the
hydrometer to permit the float to float freely without
contacting the top or bottom of the cylinder.

3. Hold the hydrometer in a vertical position at eye level
and note the reading where the electrolyte meets the
scale on the float.

4. Add or subtract four points (.004) to the reading for
every 10° F (6° C) the electrolyte temperature is
above or below 80° F (27° C). Adjust the reading to

page 23).
Electrolyte )
Temperature M
‘F °C
160 71 +.032
+.030
150 66 +.028  Electrolyte Temperature
+.026  Apove 80° F (27° C)
140 60 +.024
130 54 :823 Electrolyte temperature
+-.018 90° F (32° C)
120 49 +.016 Hydrometer reading 1.250
+014 1.250 +.004 = 1.254
110 43 +.012 corrected specific gravity
+.010
100 38 +.008
+.006
90 32 —» +.004 —+— EXAMPLE #1:
+.002
80 27 0
—-.002
70 21— —.004 —-— EXAMPLE #2:
—-.006
60 16 —-.008
-.010
50 10 —012 Electrolyte Temperature
0 4 ‘-811;' Below 80° F (27° C)
-.018
30 —1 _ 020 Electrolyte temperature
022 70° F (21° C)
> 7 —.024 Hydrometer reading 1.250
—026 1.250-.004=1.246
10 -12 —.028 corrected specific gravity

Fig. 30 Hydrometer Temperature Correction

Owner’s Manual and Service Guide

Page 23



ELECTRIC THREE WHEEL SERVICE VEHICLE

Read all of manual to become thoroughly familiar with this vehicle. Pay particular attention to all Notes, Cautions and Warnings

5. Test each cell and note the readings (corrected to 80°
F or 27° C). A variation of fifty points between any two
cell readings (example 1.250 - 1.200) indicates a
problem with the low reading cell(s).

As a battery ages the specific gravity of the electrolyte
will decrease at full charge. This is not a reason to
replace the battery, providing all cells are within fifty
points of each other.

Since the hydrometer test is in response to a vehicle
exhibiting a performance problem, the vehicle should be
recharged and the test repeated. If the results indicate a
weak cell, the battery or batteries should be removed
and replaced with a good battery of the same brand, type
and approximate age.
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E-Z-GO FACTORY SET CONTROLLER PARAMETERS

PARAMATER RANGE DEFAULT DESIRED UNITS DESCRIPTION
Current Limit, Main 20 - 250 250 250 Amps Maximum current forward speed
Clﬂzraeirr:t Limit, Low Speed 20 - 250 250 250 Amps Maximum current reverse speed
Current Limit, Plug 20 - 250 70 70 Amps Max. plug current forward speed
Clglrf;t Limit, Low Speed| 55 559 70 70 Amps Max. plug current reverse speed
Current Limit, Emergency ) Max. plug current in emergency
Reverse 20 - 250 140 250 Amps reverse
Current Limit, Low Speed ) Max. plug current in low speed emer-
Emergency Reverse 20 - 250 140 250 Amps gency reverse
Current Limit, Ramp Start 20 - 250 140 250 Amps Max. plug current during ramp start
Current Limit, Low Speed ) Max. plug current during ramp start in
Ramp Start 20 - 250 140 250 Amps low speed
Acceleration Rate 0-3 1 0.8 Sec Time to reach full output from zero
: . output
; ) Output will respond to rate of throttle
Quick Start 0-6 1.4 0.2 change
Ohm or| Type of throttle input type 2 = 0-5V, 3-
Throttle type type 1, 2,3 type 1 type 2 Volts wire pot
Adjust desired PWM output at 50%
Ramp Shape 20-70 50 50 % throttle to vary throttle sensitivity at
low speed
Crg%’le Speed/Min.  Duty 0-25 10 0 % Speed at min. throttle setting
Low Speed 40 - 100 60 55 % Max. speed in reverse
High Speed 40 - 100 100 100 % Max. speed in forward
Emergence Reverse Speed | 25 - 100 100 100 % Speed during emergency reverse
: Delays HPD and SRO from brake
Sequencing Delay 0-3 0 0 Sec. after controller is enabled
. On = plug current dependent upon
Variable Plug On/Off On On throttle position. Off = fixed
Option to disable controller if throttle
High Pedal Disable (HPD) 0-2 0 1 is applied before brake or keyswitch
input (KSI)
; type 1| type O No Sequencing of KSI or brake before
Static Return To Off (SRO) type 0, 1,2 brake SRO direction is selected
L Prevents high speed mode if HSS in
Anti - tiedown On/Off On o not released after brake

Fig. 31 Factory Settings
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W/BL[ 2
WG| 3
wB | 4 MAIN
BL| 5 CONTACT
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* 89186 ‘:[ =
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684 890495 i
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[ OR TUG 88489
B B /A B
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W/BL WIBL
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I EZ B
Hp Cr——WR
HOUR METER 886802 fBR
G
OR
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R
TAILLIGHT R
892676
Y
B
%{B
Y
Y
Wiy
v | R
BL Dj
) =i}
i ﬁ & BR gR E‘:R
A-YELLOW |© g R
B-WHITE %
C-BLUE
R 884398
STOPLIGHT SWITCH
POT AY R 886182 (TUG)
892894
STOPLIGHT SWITCH
814005 (MINUTE MISER)
R
SEAT SWITCH AY
ALL WIRES IN MAIN HARNESS E Al CONTROLLER
897160 UNLESS NOTED. P16 P6 P14 P12 P2 M-B- B+ A2
w R P2- REVERSE ps| p7|P11| P4 P3
WIRE COLOR CHART P3- FORWARD N
P4- MAIN CONTACT
B BLACK P5- POT HIGH
BL BLUE P6- 0-5V INPUT
BR BROWN g P7- POT LOW
G GREE —T— P11- REVERSE (INPUT)
OR | ORANGE SS=. P12- FORWARD (INPUT)
PK PINK = P14- HIGH (INPUT)
R RED CHARGER % P16- KEYSWITCH (INPUT)
W WHITE =
W/B | WHITE/BLACK 24V 892860 = REAR
W/BL | WHITE/BLUE 36V 893090 =
W/BR | WHITE/BROWN ===
W/R | WHITE/RED ==
WIY | WHITE/YELLOW -
Y YELLOW
W/G | WHITE/GREEN
REAR LIGHT
(Com)
¥
LTI BL (+)

Fig. 32 Wiring Diagram
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5 ?
B
G
OR wiB
BR
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R
R
Y
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o
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i

3
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B
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HORN WITH TUG STEERING
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B
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806791 HORN
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w Y 2
2o g
w = RB
o R BRE
Y
3 Y [ 36\| BAT. {ii
METE € 2
HEADLIGHT
REVERSE SWITCH
KEY SWITCH 8 WARNING 830640
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SWITCH MODULE conort
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‘ 841852 ‘ 24V 840526
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BATTERY ARRANGEMENT T}_H_H\ [__RACK APPLICATION |
SHOWN IN SCHEMATIC) —
0000
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HOUR 8
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L
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T
!
L
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Fig. 33 Wiring Diagram
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	To obtain a copy of the limited warranty applicable to the vehicle, call or write a local Distributor, an authorized Branch or the Warranty Department with vehicle serial number and manufacturer code.
	The use of non Original Equipment Manufacturer (OEM) parts may void the warranty.
	Overfilling of batteries may void the warranty.


	BATTERY PROLONGED STORAGE
	All batteries will self discharge over time. The rate of self discharge varies depending on the ambient temperature and the age and condition of the batteries.
	A fully charged battery will not freeze in winter temperatures unless the temperature falls below -75° F (-60° C).
	For winter storage, the batteries must be clean, fully charged and disconnected from any source of electrical drain, such as the battery charger. Disconnect the battery charger cable from the vehicle batteries when not charging.
	As with all electric vehicles, the batteries must be checked and recharged as required or at a minimum of 30 day intervals.
	Refer to the ‘Prolonged Storage’ section within the BATTERIES AND CHARGING section of this manual.
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	4.1 Introduction
	4.2 Stability
	(a) The user shall train carrier operators to adhere strictly to the operating instructions stated in this Standard.
	(b) The user shall survey specific operating conditions and environment, and establish and train carrier operators to comply with additional, specific safety practices.
	4.3 Nameplates, Markings, Capacity, and Modifications
	4.4 Fuel Handling and Storage
	4.5 Changing and Charging Storage Batteries for Electric Personnel and Burden Carriers
	4.6 Hazardous Locations
	4.7 Lighting for Operating Areas
	4.8 Control of Noxious Gases and Fumes
	4.9 Warning Device(s)


	5 OPERATING SAFETY RULES AND PRACTICES
	5.1 Personnel and Burden Carrier Operator Qualifications
	5.2 Personnel and Burden Carrier Operator’s Training
	(a) instructional material provided by the manufacturer;
	(b) emphasis on safety of passengers, material loads, carrier operator, and other employees;
	(c) general safety rules contained within this Standard and the additional specific rules determined by the user in accordance with this Standard, and why they were formulated;
	(d) introduction of equipment, control locations and functions, and explanation of how they work when used properly and when used improperly, and surface conditions, grade, and other conditions of the environment in which the carrier is to be operated;
	(e) operational performance tests and evaluations during, and at completion of, the program.
	5.3 Personnel and Burden Carrier Operator Responsibility
	5.4 General
	5.5 Traveling
	5.6 Loading
	5.7 Operator Care of Personnel and Burden Carriers


	6 MAINTENANCE PRACTICES
	6.1 Introduction
	6.2 Maintenance Procedures
	(a) A scheduled preventive maintenance, lubrication, and inspection system shall be followed.
	(b) Only qualified and authorized personnel shall be permitted to maintain, repair, adjust, and inspect carriers.
	(c) Before undertaking maintenance or repair, follow the manufacturer’s recommendations for immobilizing the carrier.
	(d) Block chassis before working underneath it.
	(e) Before disconnecting any part of the engine fuel system of a gasoline or diesel powered carrier with gravity feed fuel systems, be sure shutoff valve is closed, and run engine until fuel system is depleted and engine stops running.
	(f) Before disconnecting any part of the engine fuel system of LP gas powered carriers, close the LP gas cylinder valve and run the engine until fuel in the system is depleted and the engine stops running.
	(g) Operation to check performance of the carrier shall be conducted in an authorized area where safe clearance exists.
	(h) Before commencing operation of the carrier, follow the manufacturer’s instructions and recommended procedures.
	(i) Avoid fire hazards and have fire protection equipment present in the work area. Do not use an open flame to check level or leakage of fuel, battery electrolyte, or coolant. Do not use open pans of fuel or flammable cleaning fluids for cleaning parts.
	(j) Properly ventilate the work area.
	(k) Handle LP gas cylinders with care. Physical damage, such as dents, scrapes, or gouges, may dangerously weaken the tank and make it unsafe for use.
	(l) Brakes, steering mechanisms, speed and directional control mechanisms, warning devices, lights, governors, guards, and safety devices shall be inspected regularly and maintained in a safe operating condition.
	(m) Special carriers or devices designed and approved for hazardous area operation shall be inspected to ensure that maintenance preserves the original approved safe operating features.
	(n) Fuel systems shall be checked for leaks and condition of parts. If a leak is found, action shall be taken to prevent the use of the carrier until the leak has been eliminated.
	(o) The carrier manufacturer’s capacity, operation, and maintenance instruction plates, tags, or decals shall be maintained in legible condition.
	(p) Batteries, motors, speed and directional controllers, limit switches, protective devices, electrical conductors, and connections shall be inspected and maintained in conformance with manufacturers recommended procedures.
	(q) Carriers shall be kept in a clean condition to minimize fire hazards and facilitate detection of loose or defective parts.
	(r) Modifications and additions which affect capacity and safe machine operation shall not be performed by the customer or user ...
	(s) Care shall be taken to ensure that all replacement parts are interchangeable with the original parts and of a quality at least equal to that provided in the original equipment.





