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SAFETY
Read and understand all labels located on the vehicle. For any questions on any of the information, contact a represen-
tative for clarification.

Always replace any damaged or missing labels.

On steep hills it is possible for vehicles to coast at greater than normal speeds encountered on a flat surface. To pre-
vent loss of vehicle control and possible serious injury, speeds should be limited to no more than the maximum speed
on level ground. (See vehicle specification.) Limit speed by applying the service brake.

Catastrophic damage to the drive train components due to excessive speed may result from driving the vehicle above
specified speed. Damage caused by excessive speed may cause a loss of vehicle control, is costly, is considered
abuse and will not be covered under warranty.

If the vehicle is to be used in a commercial environment, signs similar to the ones illustrated should be used to warn of
situations that could result in an unsafe condition.

Be sure that this manual remains as part of the permanent service record should the vehicle be resold.

WASH HANDS
AFTER HANDLING!

Battery posts,
terminals and related
accessories contain

lead and lead compounds,
chemicals known

to cause cancer and
reproductive harm.

BATTERY WARNING

WASH HANDS
AFTER HANDLING!

WARNING: Battery posts, terminals and related
accessories contain lead and lead compounds,

chemicals known to cause cancer and reproductive harm.

BATTERIES
CONTAIN LEAD

AND RELATED PARTS
NOTES, CAUTIONS AND WARNINGS

Throughout this guide NOTE, CAUTION and WARNING
will be used.

A NOTE indicates a condition that should be
observed. 

A CAUTION indicates a condition that
may result in damage to the vehicle.  

A WARNING indicates a
hazardous condition that
could result in severe

injury or death.

Please observe these NOTES, CAUTIONS and WARN-
INGS; be aware that servicing a vehicle requires
mechanical skill and a regard for conditions that could be
hazardous. Improper service or repair may damage the
vehicle or render it unsafe.

Battery posts, terminals
and related accessories
contain lead and lead

compounds. Wash hands after handling.! !

! !
(NOTES, CAUTIONS AND WARNINGS CONTINUED ON INSIDE OF BACK COVER)
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NOTES
To obtain a copy of the limited warranty applicable to the vehicle, call or write a local 
Distributor, an authorized Branch or the Warranty Department with vehicle serial number 

and manufacturer code.

The use of non Original Equipment Manufacturer (OEM) parts may void the warranty.

Overfilling of batteries may void the warranty.

BATTERY PROLONGED STORAGE

All batteries will self discharge over time. The rate of self discharge varies depending on the
ambient temperature and the age and condition of the batteries.

A fully charged battery will not freeze in winter temperatures unless the temperature falls 
below -75° F (-60° C).

For winter storage, the batteries must be clean, fully charged and disconnected from any 
source of electrical drain, such as the battery charger. Disconnect the battery charger cable 

from the vehicle batteries when not charging.

As with all electric vehicles, the batteries must be checked and recharged as required or at a 
minimum of 30 day intervals.

Refer to the ‘Prolonged Storage’ section within the BATTERIES AND CHARGING section of 
this manual.
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Read and understand the following warnings
before attempting to operate the vehicle:

To prevent personal
injury or death, observe
the following:

When vehicle is to be left unattended, release ped-
al completely, move direction selector to neutral,
turn key to ‘OFF’ position and remove key.
Drive vehicle only as fast as terrain and safety
considerations allow. Consider the terrain and
traffic conditions. Consider environmental factors
which effect the terrain and the ability to control
the vehicle.
Avoid driving fast down hill. Sudden stops or
change of direction may result in a loss of control.
Use service brake to control speed when traveling
down an incline.
Use extra care and reduced speed when driving
on poor surfaces, such as loose dirt, wet grass,
gravel, etc.
All travel should be directly up or down hills.
Use extra care when driving the vehicle across an
incline.
Stay in designated areas and avoid steep slopes.
Use the parking brake whenever the vehicle is
parked.
Keep feet, legs, hands and arms inside vehicle at
all times.
Avoid extremely rough terrain.
Check area behind the vehicle before operating in
reverse.
Make sure the direction selector is in correct posi-
tion before attempting to start the vehicle.
Slow down before and during turns. All turns
should be executed at reduced speed.
Always bring vehicle to a complete stop before
shifting the direction selector.
See GENERAL SPECIFICATIONS for standard
vehicle load and occupant capacity. 

Read and understand the following text and
warnings before attempting to service vehicle:

In any product, components will eventually fail to perform
properly as the result of normal use, age, wear or abuse.
It is virtually impossible to anticipate all possible compo-
nent failures or the manner in which each component
may fail.
Be aware that a vehicle requiring repair indicates that the
vehicle is no longer functioning as designed and there-
fore should be considered potentially hazardous. Use
extreme care when working on any vehicle. When diag-
nosing, removing or replacing any components that are
not operating correctly, take time to consider the safety of
yourself and others around you should the component
move unexpectedly.
Some components are heavy, spring loaded, highly cor-
rosive, explosive or may produce high amperage or
reach high temperatures. Battery acid and hydrogen gas
could result in serious bodily injury to the technician/
mechanic and bystanders if not treated with the utmost
caution. Be careful not to place hands, face, feet or body
in a location that could expose them to injury should an
unforeseen situation occur. 

To prevent personal
injury or death, observe
the following:

Before working on the vehicle, remove all jewelry
(rings, watch, necklaces, etc.).
Be sure no loose clothing or hair can contact
moving parts.
Use care not to touch hot objects.
Raise entire vehicle and support on jack stands
before attempting to run or adjust powertrain.
Wear eye protection when working on or around
the vehicle. In particular, use care when working
around batteries, using solvents or compressed
air.
Hydrogen gas is formed when charging batteries.
Do not charge batteries without adequate ventila-
tion.
Do not permit open flame or anyone to smoke in
an area that is being used for charging batteries.
A concentration of 4% hydrogen gas or more is
explosive.

! !

! !
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SAFETY INFORMATION
This manual has been designed to assist the owner-operator in maintaining the vehicle in accordance with procedures
developed by the manufacturer. Adherence to these procedures and troubleshooting tips will ensure the best possible
service from the product. To reduce the chance of personal injury and/or property damage, the following instructions
must be carefully observed:

Certain replacement parts can be used independently and/or in combination with other accessories to modify an E-Z-
GO-manufactured vehicle to permit the vehicle to operate at or in excess of 20mph. When an E-Z-GO-manufactured
vehicle is modified an any way by the Distributor, Dealer or customer to operate at or in excess of 20mph, UNDER
FERERAL LAW the modified product will be a Low Speed Vehicle (LSV) subject to the strictures and requirements of
Federal Motor Vehicle Safety Standard 571.500. In these instances, pursuant to Federal law the Distributor or Dealer
MUST equip the product with headlights, rear lights, turn signals, seat belts, top, horn and all other modifications for
LSV’s mandated in FMVSS 571.500, and affix a Vehicle Identification Number to the product in accordance with the
requirements of FMVSS 571.565. Pursuant to FMVSS 571.500, and in accordance with the State laws applicable in the
places of sale and use of the product, the Distributor, Dealer or customer modifying the vehicle also will be the Final
Vehicle Manufacturer for the LSV, and required to title or register the vehicle as mandated by State law.

E-Z-GO will NOT approve Distributor, Dealer or customer modifications converting E-Z-GO products into LSV’s.

The Company, in addition, recommends that all E-Z-GO products sold as personal transportation vehicles BE OPER-
ATED ONLY BY PERSONS WITH VALID DRIVERS LICENSES, AND IN ACCORDANCE WITH APPLICABLE STATE 
REQUIREMENTS. This restriction is important to the SAFE USE AND OPERATION of the product. On behalf of E-Z-

GO, I am directing that E-Z-GO Branch personnel, Distributors and Dealers advise all customers to adhere to this 
SAFETY RESTRICTION, in connection with the use of all products, new and used, the Distributor or Dealer has rea-

son to believe may be operated in personal transportation applications.

Information on FMVSS 571.500 can be obtained at Title 49 of the Code of Federal Regulations, section 571.500, or
through the Internet at the website for the U.S. Department of Transportation - at Dockets and Regulation, then to Title
49 of the Code of Federal Regulations (Transportation).

GENERAL

Many vehicles are used for a variety of tasks beyond the original intended use of the vehicle; therefore it is impossible
to anticipate and warn against every possible combination of circumstances that may occur. No warnings can take the
place of good common sense and prudent driving practices.

Good common sense and prudent driving practices do more to prevent accidents and injury than all of the warnings
and instructions combined. The manufacturer strongly suggests that the owner-operator read this entire manual paying
particular attention to the CAUTIONS and WARNINGS contained therein. It is further recommended that employees
and other operators be encouraged to do the same.

If you have any questions, contact your closest representative or write to the address on the back cover of this publica-
tion, Attention: Product Service Department.

E-Z-GO Division of TEXTRON Inc., reserves the right to make design changes without obligation to make these
changes on units previously sold and the information contained in this manual is subject to change without notice.

E-Z-GO Division of TEXTRON Inc., is not liable for errors in this manual or for incidental or consequential damages
that result from the use of the material in this manual.
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SAFETY INFORMATION

P

This vehicle conforms to the current applicable standard for safety and performance requirements.

These vehicles do not conform to Federal Motor Vehicle Safety Standards and are not equipped for operation on public
streets.

With electric powered vehicles, be sure that all electrical accessories are grounded directly to the battery (-) post.
Never use the chassis or body as a ground connection.

Refer to GENERAL SPECIFICATIONS for vehicle seating capacity.

Never modify the vehicle in any way that will alter the weight distribution of the vehicle, decrease its stability
or increase the speed beyond the factory specification. Such modifications can cause serious personal injury
or death. Modifications that increase the speed and/or weight of the vehicle will extend the stopping distance and may
reduce the stability of the vehicle. Do not make any such modifications or changes. The manufacturer prohibits and
disclaims responsibility for any such modifications or any other alteration which would adversely affect the safety of the
vehicle.

GENERAL OPERATION

Always use the vehicle in a responsible manner and maintain the vehicle in safe operating condition.

Always read and observe all warnings and operation instruction labels affixed to the vehicle.

Always follow all safety rules established in the area where the vehicle is being operated.

Always reduce speed to compensate for poor terrain or conditions.

Always apply service brake to control speed on steep grades.

Always maintain adequate distance between vehicles.

Always reduce speed in wet areas.

Always use extreme caution when approaching sharp or blind turns.

Always use extreme caution when driving over loose terrain.

Always use extreme caution in areas where pedestrians are present.

MAINTENANCE

Always maintain your vehicle in accordance with the manufacturer’s periodic service schedule.

Always ensure that mechanics performing repairs are trained and qualified to do so.

Always follow the manufacturer’s directions if you do any maintenance on your vehicle. Be sure to disable the vehicle
before performing any maintenance. Disabling includes removing the key from the key switch and removal of a battery
wire.

Always insulate any tools used within the battery area in order to prevent sparks or battery explosion caused by short-
ing the battery terminals or associated wiring. Remove the batteries or cover exposed terminals with an insulating
material.
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SAFETY INFORMATION
Always check the polarity of each battery terminal and be sure to rewire the batteries correctly.

Always use specified replacement parts. Never use replacement parts of lesser quality.

Always use recommended tools.

Always determine that tools and procedures not specifically recommended by the manufacturer will not compromise
the safety of personnel nor jeopardize the safe operation of the vehicle.

Always support the vehicle using wheel chocks and safety stands. Never get under a vehicle that is supported by a
jack. Lift the vehicle in accordance with the manufacturer’s instructions.

Never attempt to maintain a vehicle in an area where exposed flame is present or persons are smoking.

Always be aware that a vehicle that is not performing as designed is a potential hazard and must not be operated.

The manufacturer cannot anticipate all situations, therefore people attempting to maintain or repair the vehicle must
have the skill and experience to recognize and protect themselves from potential situations that could result in severe
personal injury or death and damage to the vehicle. Use extreme caution and, if unsure as to the potential for injury,
refer the repair or maintenance to a qualified mechanic.

Always test drive the vehicle after any repairs or maintenance. All tests must be conducted in a safe area that is free of
both vehicular and pedestrian traffic.

Always replace damaged or missing warning, caution or information labels.

Always keep complete records of the maintenance history of the vehicle.

VENTILATION

Hydrogen gas is generated in the charging cycle of batteries and is explosive in concentrations as low as 4%. Because
hydrogen gas is lighter than air, it will collect in the ceiling of buildings necessitating proper ventilation. Five air
exchanges per hour is considered the minimum requirement. 

Never charge a vehicle in an area that is subject to flame or spark. Pay particular attention to natural gas or propane
gas water heaters and furnaces.

Always use a dedicated circuit for each battery charger. Do not permit other appliances to be plugged into the recepta-
cle when the charger is in operation.

Chargers must be installed and operated in accordance with charger manufacturers recommendations or applicable
electrical code (whichever is more restrictive).
Owner’s Manual and Service Guide Page ix
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SAFETY INFORMATION
Read all of manual to become thoroughly familiar with this vehicle. Pay particular attention to all Notes, Cautions and Warnings
GENERAL
The following text is provided as recommended by part II
of ASME/ANSI B56.8-1988. The manufacturer strongly
endorses the contents of this specification.

PART II
FOR THE USER

4 GENERAL SAFETY PRACTICES

4.1 Introduction

4.1.1 Like other machines, carriers can cause injury
if improperly used or maintained. Part II contains broad
safety practices applicable to carrier operations. Before
operation, the user shall establish such additional spe-
cific safety practices as may reasonably be required for
safe operation.

4.2 Stability

4.2.1  Experience has shown that this vehicle, which
complies with this standard, is stable when properly
operated and when operated in accordance with specific
safety rules and practices established to meet actual
operating terrain and conditions. However, improper
operation, faulty maintenance, or poor housekeeping
may contribute to a condition of instability and defeat the
purpose of the standard. Some of the conditions which
may affect stability are failure of the user to follow safety
practices; also, ground and floor conditions, grade,
speed, loading, the operation of the carrier with improper
loads, battery weight, dynamic and static forces, and the
judgement exercised by the carrier operator.

(a)  The user shall train carrier operators to adhere
strictly to the operating instructions stated in this Stan-
dard.

(b)  The user shall survey specific operating conditions
and environment, and establish and train carrier opera-
tors to comply with additional, specific safety practices.

4.3 Nameplates, Markings, Capacity, and Modifica-
tions

4.3.1 The user shall maintain in a legible condition
all nameplates, warnings, and instructions which are
supplied by the manufacturer.

4.3.2 The user shall not perform any modification or
addition which affects capacity or safe operation, or
make any change not in accordance with the owner’s

manual without the manufacturer’s prior written authori-
zation. Where authorized modifications have been made,
the user shall ensure that capacity, operation, warning,
and maintenance instruction plates, tags, or decals are
changed accordingly.

4.3.3 As required under paras. 4.3.1 or 4.3.2, the
manufacturer shall be contacted to secure new name-
plates, warnings, or instructions which shall then be
affixed in their proper place on the carrier.

4.4 Fuel Handling and Storage

4.4.1 The user shall supervise the storage and han-
dling of liquid fuels (when used) to be certain that it is in
accordance with appropriate paragraphs of ANSI/NFPA
505 and ANSI/NFPA 30.

4.4.2 Storage and handling of liquefied petroleum
gas fuels shall be in accordance with appropriate para-
graphs of ANSI/NFPA 505 and ANSI/NFPA 58. If such
storage or handling is not in compliance with these stan-
dards, the user shall prevent the carrier from being used
until such storage and handling is in compliance with
these standards.

4.5 Changing and Charging Storage Batteries for
Electric Personnel and Burden Carriers

4.5.1 The user shall require battery changing and
charging facilities and procedures to be in accordance
with appropriate paragraphs of ANSI/NFPA 505.

4.5.2 The user shall periodically inspect facilities
and review procedures to be certain that appropriate
paragraphs of ANSI/NFPA 505, are strictly complied
with, and shall familiarize carrier operators with it.

4.6 Hazardous Locations

4.6.1 The user shall determine the hazard classifi-
cation of the particular atmosphere or location in which
the carrier is to be used in accordance with ANSI/NFPA
505.

4.6.2 The user shall permit in hazardous areas only
those carriers approved and of the type required by
ANSI/NFPA 505.

4.7 Lighting for Operating Areas

4.7.1 The user, in accordance with his responsibility
to survey the environment and operating conditions, shall
determine if the carrier requires lights and, if so, shall
equip the carrier with appropriate lights in accordance
with the manufacturer’s recommendations.
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SAFETY INFORMATION
Read all of manual to become thoroughly familiar with this vehicle. Pay particular attention to all Notes, Cautions and Warnings
4.8 Control of Noxious Gases and Fumes

4.8.1 When equipment powered by internal com-
bustion engines is used in enclosed areas, the atmo-
sphere shall be maintained within limits specified in the
American Conference of Governmental Industrial
Hygienists publication, “Threshold Limit Values for
Chemical Substances and Physical Agents in the Work-
room Environment”. This shall be accomplished by venti-
lation provided by the user, and/or the installation, use,
and proper maintenance of emission control equipment
recommended or provided by the manufacturer of the
equipment.

4.9 Warning Device(s)

4.9.1 The user shall make periodic inspections of
the carrier to be certain that the sound-producing and/or
visual device(s) are maintained in good operating condi-
tion.

4.9.2 The user shall determine if operating condi-
tions require the carrier to be equipped with additional
sound-producing and/or visual devices and be responsi-
ble for providing and maintaining such devices, in accor-
dance with the manufacturer’s recommendations.

5 OPERATING SAFETY RULES AND 
PRACTICES

5.1 Personnel and Burden Carrier Operator 
Qualifications

5.1.1 Only persons who are trained in the proper
operation of the carrier shall be authorized to operate the
carrier. Operators shall be qualified as to visual, auditory,
physical, and mental ability to safely operate the equip-
ment according to Section 5 and all other applicable
parts of this Standard.

5.2 Personnel and Burden Carrier Operator’s 
Training

5.2.1 The user shall conduct an operator’s training
program.

5.2.2 Successful completion of the operator’s train-
ing program shall be required by the user before opera-
tion of the carrier. The program shall be presented in its
entirety to all new operators and not condensed for those
claiming previous experience.

5.2.3 The user should include in the operators’ train-
ing program the following:

(a)  instructional material provided by the manufac-

turer;

(b)  emphasis on safety of passengers, material loads,
carrier operator, and other employees;

(c)  general safety rules contained within this Standard
and the additional specific rules determined by the user
in accordance with this Standard, and why they were for-
mulated;

(d)  introduction of equipment, control locations and
functions, and explanation of how they work when used
properly and when used improperly, and surface condi-
tions, grade, and other conditions of the environment in
which the carrier is to be operated;

(e)  operational performance tests and evaluations
during, and at completion of, the program.

5.3 Personnel and Burden Carrier Operator 
Responsibility

5.3.1 Operators shall abide by the following safety
rules and practices in paras. 5.4, 5.5, 5.6, and 5.7.

5.4 General

5.4.1 Safeguard the pedestrians at all times. Do not
drive carrier in a manner that would endanger anyone.

5.4.2 Riding on the carrier by persons other than the
operator is authorized only on personnel seat(s) provided
by the manufacturer. All parts of the body shall remain
within the plan view outline of the carrier.

5.4.3 When a carrier is to be left unattended, stop
carrier, apply the parking brake, stop the engine or turn
off power, turn off the control or ignition circuit, and
remove the key if provided. Block the wheels if machine
is on an incline.

5.4.4 A carrier is considered unattended when the
operator is 25 ft. (7.6 m) or more from the carrier which
remains in his view, or whenever the operator leaves the
carrier and it is not within his view. When the operator is
dismounted and within 25 ft. (7.6 m) of the carrier still in
his view, he still must have controls neutralized, and the
parking brake(s) set to prevent movement.

5.4.5 Maintain a safe distance from the edge of
ramps and platforms.

5.4.6 Use only approved carriers in hazardous loca-
tions, as defined in the appropriate safety standards.

5.4.7 Report all accidents involving personnel,
building structures, and equipment.

5.4.8 Operators shall not add to, or modify, the car-
rier.
Page xii Owner’s Manual and Service Guide


	ISSUED APRIL 2005
	ELECTRIC POWERED THREE WHEEL SERVICE VEHICLE
	OWNER’S MANUAL
	AND SERVICE GUIDE

	CoverWarnElec.pdf
	NOTES, CAUTIONS AND WARNINGS
	A NOTE indicates a condition that should be observed.
	Read and understand the following warnings before attempting to operate the vehicle:
	Read and understand the following text and warnings before attempting to service vehicle:

	pgs i-ii-ModelsNotes.pdf
	NOTES
	OWNER’S MANUAL
	AND SERVICE GUIDE
	ELECTRIC POWERED
	THREE WHEEL
	SERVICE VEHICLE
	E-Z-GO INDUSTRIAL 835

	Starting Model Year 2004
	To obtain a copy of the limited warranty applicable to the vehicle, call or write a local Distributor, an authorized Branch or the Warranty Department with vehicle serial number and manufacturer code.
	The use of non Original Equipment Manufacturer (OEM) parts may void the warranty.
	Overfilling of batteries may void the warranty.


	BATTERY PROLONGED STORAGE
	All batteries will self discharge over time. The rate of self discharge varies depending on the ambient temperature and the age and condition of the batteries.
	A fully charged battery will not freeze in winter temperatures unless the temperature falls below -75° F (-60° C).
	For winter storage, the batteries must be clean, fully charged and disconnected from any source of electrical drain, such as the battery charger. Disconnect the battery charger cable from the vehicle batteries when not charging.
	As with all electric vehicles, the batteries must be checked and recharged as required or at a minimum of 30 day intervals.
	Refer to the ‘Prolonged Storage’ section within the BATTERIES AND CHARGING section of this manual.



	pgs v-viiiSafetyInfoElec.pdf
	GENERAL
	GENERAL OPERATION
	MAINTENANCE
	VENTILATION

	ANSIB56.8.pdf
	GENERAL
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	4 GENERAL SAFETY PRACTICES
	4.1 Introduction
	4.2 Stability
	(a) The user shall train carrier operators to adhere strictly to the operating instructions stated in this Standard.
	(b) The user shall survey specific operating conditions and environment, and establish and train carrier operators to comply with additional, specific safety practices.
	4.3 Nameplates, Markings, Capacity, and Modifications
	4.4 Fuel Handling and Storage
	4.5 Changing and Charging Storage Batteries for Electric Personnel and Burden Carriers
	4.6 Hazardous Locations
	4.7 Lighting for Operating Areas
	4.8 Control of Noxious Gases and Fumes
	4.9 Warning Device(s)


	5 OPERATING SAFETY RULES AND PRACTICES
	5.1 Personnel and Burden Carrier Operator Qualifications
	5.2 Personnel and Burden Carrier Operator’s Training
	(a) instructional material provided by the manufacturer;
	(b) emphasis on safety of passengers, material loads, carrier operator, and other employees;
	(c) general safety rules contained within this Standard and the additional specific rules determined by the user in accordance with this Standard, and why they were formulated;
	(d) introduction of equipment, control locations and functions, and explanation of how they work when used properly and when used improperly, and surface conditions, grade, and other conditions of the environment in which the carrier is to be operated;
	(e) operational performance tests and evaluations during, and at completion of, the program.
	5.3 Personnel and Burden Carrier Operator Responsibility
	5.4 General
	5.5 Traveling
	5.6 Loading
	5.7 Operator Care of Personnel and Burden Carriers


	6 MAINTENANCE PRACTICES
	6.1 Introduction
	6.2 Maintenance Procedures
	(a) A scheduled preventive maintenance, lubrication, and inspection system shall be followed.
	(b) Only qualified and authorized personnel shall be permitted to maintain, repair, adjust, and inspect carriers.
	(c) Before undertaking maintenance or repair, follow the manufacturer’s recommendations for immobilizing the carrier.
	(d) Block chassis before working underneath it.
	(e) Before disconnecting any part of the engine fuel system of a gasoline or diesel powered carrier with gravity feed fuel systems, be sure shutoff valve is closed, and run engine until fuel system is depleted and engine stops running.
	(f) Before disconnecting any part of the engine fuel system of LP gas powered carriers, close the LP gas cylinder valve and run the engine until fuel in the system is depleted and the engine stops running.
	(g) Operation to check performance of the carrier shall be conducted in an authorized area where safe clearance exists.
	(h) Before commencing operation of the carrier, follow the manufacturer’s instructions and recommended procedures.
	(i) Avoid fire hazards and have fire protection equipment present in the work area. Do not use an open flame to check level or leakage of fuel, battery electrolyte, or coolant. Do not use open pans of fuel or flammable cleaning fluids for cleaning parts.
	(j) Properly ventilate the work area.
	(k) Handle LP gas cylinders with care. Physical damage, such as dents, scrapes, or gouges, may dangerously weaken the tank and make it unsafe for use.
	(l) Brakes, steering mechanisms, speed and directional control mechanisms, warning devices, lights, governors, guards, and safety devices shall be inspected regularly and maintained in a safe operating condition.
	(m) Special carriers or devices designed and approved for hazardous area operation shall be inspected to ensure that maintenance preserves the original approved safe operating features.
	(n) Fuel systems shall be checked for leaks and condition of parts. If a leak is found, action shall be taken to prevent the use of the carrier until the leak has been eliminated.
	(o) The carrier manufacturer’s capacity, operation, and maintenance instruction plates, tags, or decals shall be maintained in legible condition.
	(p) Batteries, motors, speed and directional controllers, limit switches, protective devices, electrical conductors, and connections shall be inspected and maintained in conformance with manufacturers recommended procedures.
	(q) Carriers shall be kept in a clean condition to minimize fire hazards and facilitate detection of loose or defective parts.
	(r) Modifications and additions which affect capacity and safe machine operation shall not be performed by the customer or user ...
	(s) Care shall be taken to ensure that all replacement parts are interchangeable with the original parts and of a quality at least equal to that provided in the original equipment.





